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WED-160V

Veterinary Ultrasound Scanner
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cat dog swine sheep equine

WED-160V is suitable to do an ultrasound examination and GA measurement for

cat, dog, swine, sheep and equine.

Scanning Mode:
Display Mode:
Scanning Depth:

Grey Scale:

Cine-loop:

Image Storage Format:
Hard Disk:

Local Zoom:

Pseudo Color:
Measurement:

Graphic medical record management system:

Port:

Monitor:

Image Process:

Body Marks:

Comment:

Power Supply:

Port:

Standard Configuration:
Optional Configuration:

Convex/Linear/Micro-convex

B, B+B, B+M, B+2M, M, 4B

>140mm

>256

>600 frames

BMP. JPG. DCM. TIF selectable

>120G

>5 times both in real time and freeze

10 kinds

Distance, circumference, area, volume, obstetrics
(GA for equine, bovine, sheep, swine, cat, dog)
New, Inquiry, Modify, report generation, etc
Video, RS-232, USB2.0, XGA, DICOM3.0

12.1 inch LCD

Image conversion, image smoothing/ sharpening, THI, GAMA, histogram,
=20

Date, time, name, patient ID, sex, age (full screen comment input)
AC 100V-240V, 50Hz / 60Hz

2 connectors

6.5MHz Vet Rectal Linear Probe

3.5MHz Convex Probe

7.5MHz Liner Probe

5.0MHz Micro-convex Probe

Video Printer

Optional Probe:
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3.5MHz Convex Probe
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7.5MHz Linear Probe
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6.5MHz Vet Rectal Probe 5.0MHz Micro-convex Probe

Shenzhen Well.d Medical Electronics Co., Ltd.

http://www.welld.net http://www.welld.com.cn Email:export@welld.com.cn
ADD: Well.D Park Qinglan 3 Rd., National Biopharmaceutical Industrial Base,
Pingshan New Area,Shenzhen 518118,China

Tel:+86-755-36900019/26073350 Fax:+86-755-36900018/26073919
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